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Continuous Energy
Uninterruptible Life

UPS / AVR / STS
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ALL DELTA PRODUCTS ARE CERTIFIED WITH

ISO 14001 ISO 9001 CE ROHS OHSAS 18001 ISO 27001 EAC Soncap TSE

DELTA DLT FC300 Series, 3 phase frequency converters PWM controlled,
IGBT technology and system is controlled from a microprocessor.

Frequency changer or frequency converter refers to an electronic device that
converts alternating current (AC) of one frequency to alternating current of
another frequency. The device may also change the voltage, but if it does, that
is incidental to its principal purpose.

Why We Need to Use An Frequency Converter ?

Your national electricity voltage and frequency is not suitable for your equip-
ment in this case you need a frequency and voltage changer device, trans-
formers can change only voltage not the frequency.

Common frequency ranges are 50 Hertz,60 Hertz and 400 Hertz values

Specifications
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ABOUT US

In parallel of developing technology,every electric/electronical equipment which we use in our daily life; need 
stable and clean energy. DELTA UPS&Voltage Stabilizers Inc.,provides solutions to confront this demand.

Since 1991, situated in state of art production plants in Turkey on a total covered area of 10.000m2 with more 
than 150 employees, DELTA Inc. producing diverse power electronic solutions,and is one of the few companies 
in the world which could manage to combine quiet different product ranges,in it’s manufacturing portofolio.

Our manufactured products are getting incessantly developed and upgraded,thanks to our highly advanced 
R&D team skills, studies and works, held in firm cooperation with the Scientific and Technologic Research 
Council of Turkey. This enables Delta Inc. to clinch it’s domestic and worldwide leader title in AVRs and get a 
highly respected position in World UPS market. Also it ensures highest flexibility in our production, to answer 
different customers requirements from the World, according to different mains and electrical conditions across 

the globe.

Special production lines:
STS, Frequency converters, Isolation transformers, Toroidal Variacs, Dry and Gel type SLA Batteries

In order to provide better and reliable solutions,and increase product quality; we obtained TSEK, ISO9001, CE 
quality certifications in the 90’s. The quality management principles and unconditional customer satisfaction; 

compose the base of our production philosophy.

Our manufactured products have been exported worldwide, in 85 countries such as Russia, Portugal, UK, France, 
Poland, Italy, Ukraine, Serbia, Albania, Macedonia, Georgia, Romania, UAE, Pakistan, Afghanistan, Nigeria, 
Ghana, Cameroon, Egypt, Senegal, Algeria, Libya, Iraq, Iran, Tajikistan, Turkmenistan, Kazakhstan, Lebanon, 
Jordan, Angola, South Africa, Malaysia, Indonesia, Bangladesh, Peru, Kenya, Tanzania, Uganda, Etihopia...etc

DELTA Inc. offers complete power protection solutions ”

”Continuous Energy, Uninterruptible Life… 
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CL Crystal series HF online
UPS Singlephase for Centralized
server center, mainframe,
network control center,
computing center

True On-line
1 Phase in
1 Phase out

Technical Specifications

High frequency and dual conversion on-line technology • 
Wide input voltage range • 
Advanced PFC technology •

True sine wave output with less than 3% THD •
Self-diagnosis at UPS startup •

Advanced battery management (ABM) •
Cold start Feature (DC power on) •

Automatically charging batteries in UPS oft mode •
Lightning and surge protections (surge energy rating 1050 J) •

Short circuit and overload protections •
Fan speed automatically changes as load varies •

Optional external battery pack •
EMI / RFI noise filter •

R5232 (SNMP Optional) •
Shutdown & Restart schedule • 

DS-300 SerieCrystal Serie
Uninterruptible Power Supply 
1-10kVA
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DELTA 100 Series UPS’s are, PWM (Plus width modulation) and IGBT technology, microcontroller 
controlled, sinus waveform output, ONLINE, parallel configurable UPS group.

True On-line
1 Phase in

1 Phase out
2-15 kVA

Technical Specifications

• Output isolation transformer
• 91% efficiency
• Static by-pass
• LCD front panel
• 64 events memory
• RS232 port provides remote monitoring,
  remote shutdown
• Custom input and output voltage ranges
• 2 years warranty
• 10 years spare parts support
• CE, TUV, ISO9001, ISO14001 certificates

DS-300 SerieDLT-100 Serie
Uninterruptible Power Supply 
2-15kVA
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DS-300 SerieCYCLONE 100D Serie
Uninterruptible Power Supply 
6-15kVA

Delta Cyclone CL-100D Uninterruptible Power Supplies are single phase transformerless with IGBT rectifier advanced 
technology designed UPS.

True On-Iine / 1 Phase Input / 1 Phase Output / 6-15 kVA

• Rack and tower case options
• Power factor corrected input
• REPO input (NO or NC programmable)
• Static bypass system, VAT transfer system
• Output voltage regulation, low output THD
• Optional battery temperature compansation
• Online technology, advanced self diagnostics
• Battery options for longer battery backup time
• Fully digital DSP controlled system, PID control
• User selectable easy voltage, frequency and setting
• Cold start from batteries
• 128 log event records (5000 alarms)
• LCD alphanumeric display, mimic lamps, 5 control buttons

• Output short circuit protection
  (isolated from bypass input)
• Output overhead protection, 150% overload capacity
• Automatic battery test, Front panel lamp test system
• Deep battery discharge protection, Boost charge
• Battery capacity and battery remaining time indicator
• Maintenance bypass switch
• RS232 communication interface, management software, 
  SNMP, MODBUS
• Dry contact outputs (NO or NC programmable)
  3 relays standard, 2 option
• IPM power module, Output current limit,
  Operation mode selection (Online or Offline)

Technical Specifications
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DELTA 200 Series UPS’s are, PWM (Plus witdh modulation) and IGBT technology, microcontroller 
controlled, sinus waveform output, ONLINE, parallel configurable UPS group.

True On-line
3 Phase Input

1 Phase Output
6-30 kVA

Technical Specifications

• Output isolation transformer
• 91% efficiency
• Static by-pass
• LCD front panel
• 128 events memory with RTC
• RS232 port provides remote monitoring,
  remote shutdown
• Custom input and output voltage ranges
• 2 years warranty
• 10 years spare parts support
• CE, TUV, ISO9001, ISO14001 certificates

DS-300 SerieDLT-200 Serie
3:1 Phase Unintertuptible
Power Supply 6-30kVa
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DS-300 SerieDLT 300 LO Serie
Uninterruptible Power Supply 
10-80kVA

DELTA 300 Lo series UPS, PWM controlled, IGBT technology, Microcontroller controlled, Sinusoidol wavetorm, ONLINE 
topology and paraIIeI contigurable devices. Advanced communication system supports many communication 
protocols and brings remote control advantage of the UPS.

True On-Iine / 3 Phase Input / 3 Phase Output / 10-80 kVA

• 3 phase in / 3 phase out
• Output isolation transformer
• Up to 91% efficiency
• Static by-pass
• External REPO switch input
• 5 control buttons LCD alphanumeric display 
  brings detailed monitoring of measured parameters.
• 128 events alarm memory (4000 alarms)
• Clock and calender (battery supported)
• Advanced battery management controls
  charge system battery test

• High performance at non-linear loads
• Dry contact simulation function
• DiaI-up modem connection and setup
• Custom input voltage and frequency ranges
• Parallel operation up to 4 devices
• According to EC Directive; EN62040
• SNMP communication
• 2 years warranty
• 10 years spare parts support
• ISO9001, ISOI4001, CE certitication
• Optional MODBUS adaptor

Technical Specifications
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DS-300 SerieDLT 300 HI Serie
Uninterruptible Power Supply 
100-300kVA

DELTA 300 Hi series UPS, PWM controlled, IGBT technology, microcontroller controlled, sinusoidal waveform, ONLINE 
topology and parallel configurable devices. Advanced communication system supports many communication 
protocols and brings remote control advantage of the UPS.

True On-Iine / 3 Phase Input / 3 Phase Output / 100-300 kVA

• 3 phase in / 3 phase out
• Output isolation transformer
• Up to 91% efficiency
• Static by-pass
• External REPO switch input
• 5 control buttons LCD alphanumeric display 
  brings detailed monitoring of measured parameters.
• 128 events alarm memory (4000 alarms)
• Clock and calender (battery supported)
• Advanced battery management controls
  charge system battery test

• High performance at non-linear loads
• Dry contact simulation function
• DiaI-up modem connection and setup
• Custom input voltage and frequency ranges
• Parallel operation up to 4 devices
• According to EC Directive; EN62040
• SNMP communication
• 2 years warranty
• 10 years spare parts support
• ISO9001, ISOI4001, CE certitication
• Optional MODBUS adaptor

Technical Specifications
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Cold Start High Input Power Factor High efficiency up to 94% External REPO switch input
IGBT Transformerless Technology DSP Control.

Technical Specifications

• Low input current total harmonic distortion (THD)
• Static and maintenance bypass switch
• Output and by-pass short circuit and overload protection
• 192 events memory (192 events 4500 alarms)
• Clock and calender (battery supported)
• Automatic battery test, remaining battery time indicator
• Temperature compansated charge system
• Regenerative backfeed function
• 2 RS232 serial port and 12 dry contact outputs
• 3 DSP controlled modular structure
• Optional  Graphical and touch panel
• CE, ISO9001, ISO14001 certification
• 2 years warranty
• 10 years spare parts support

DS-300 Serie
Unintertuptible Power Supply 
10-160kVA

Pf: 0,9 
True On-line

3:3 Phase UPS
10-160 kVA
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Cold Start High Input Power Factor High efficiency up to 94% External REPO switch input
IGBT Transformerless Technology DSP Control.

Technical Specifications

• Low input current total harmonic distortion (THD)
• Static and maintenance bypass switch
• Output and by-pass short circuit and overload protection
• 192 events memory (192 events 4500 alarms)
• Clock and calender (battery supported)
• Automatic battery test, remaining battery time indicator
• Temperature compansated charge system
• Regenerative backfeed function
• 2 RS232 serial port and 12 dry contact outputs
• 3 DSP controlled modular structure
• Optional  Graphical and touch panel
• CE, ISO9001, ISO14001 certification
• 2 years warranty
• 10 years spare parts support

Pf: 0,9 
True On-line

3:3 Phase UPS
200-800 kVA

DS-300 Power Serie
Uninterruptible Power Supply 
200-800kVA
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 TUPNI 

 Voltage 380/400 VAC 3P + N + G,  ± 20% (optionel 415 VAC (+15%, -25%)

 Frequency 50Hz / 60Hz adjustable , ± 5%

 Power factor (at 100% load) ≥ 0.99 

 THDI ≤ 3%

 By-pass voltage 380/400 VAC 3P + N, ± 20%

 By-pass protection Short circuit, Voltage & Frequency tolerance, VAT transfer system 

 Voltage distortion < 10%

 Protection Fuses, Voltage & Frequency tolerance, Input power limit,Phase sequency indicator

 OUTPUT

 Power (kW) 180 225 270 315 360 405 450 540 720 

 Power factor 0,9 

 Voltage 380-400 VAC 3P + N + G, ± %1

 Frequency 50Hz / 60Hz (adjustable)

 Frequency tolerance Line synchronized: ± 1% / Free running: ± 0,2% (adjustable)

 up to 94%

 Crest factor 3:1

 Overload capacity 100% - 125% load: 10 min, 125% - 150% load: 1 min, - > 150% load: by pass (adjustable) 

 Other protections Advanced short circuit, Voltage tolerance, DC balance, Regenerative load, Current limiting 

 Voltage THD  < 3% (at 100% linear load)  

 BATTERIES

 Type VRLA AGM / GEL / NiCd

 Number of batteries 2x30: 60 pcs

 Charge voltage 2x405 VDC

 End of discharge voltage 2x300 VDC

 Battery cabinet External

 Battery ambient temperature 25ºC

 Protection 3 level alarms, Battery fuses, Charging current limit, Temperature compensation (optional)

 Battery test Standard every 72 hours (adjustable)

 GENERAL

 Standards EN62040-1, EN62040-2, EN62040-3

 User interface  TFT panel, 5 vector buttons, Buzzer

 Indicators P-N voltage, P-P voltage, Current, Power, Crest Factor, Frequenc y, PF, Service Time

 Advanced Self diagnostics, 3 maintenance time indicators, Calibration over RS232,operating hour meter

 Communication 2xRS232 serial ports, 4 standard and 8 optional DRY contact alarm relays

 Inputs EPO input, Interactive battery panel input, Genset input

 Genset kit Standard (programmable)

 So ware Standard T-Mon UPS Management (3 users + 1 server management)

 Alarm logging Standard: with time & date 512 events

 Protection Power module ove r-temperature, Over current, Temperature high alarm

 Working temperature range 0ºC - 40ºC

 Protection class IP20

 Relative humidity %90 max. (non-consending)

 Altitude < 1000m. above sea level
 Acoustic noise < 68 dBA < 72 dBA < 73 dBA 

 Net weight (kg) 482 550 638 737 780 1050 1250 1450

 Dimensions (mm) WxDxH  880x775x1900 1250x775x1900 1250x840x2040 1600x1020x1900 

 OPTIONS

 Input/Output 110/208 VAC (up to 200 kVA)

 Transformer Galvanic isolation transformer at the input & output

 So ware T-Mon Admin Multi UPS monitoring, T-Mon Server 50-100-200 clientsi DLOG log loader

 Adaptors SNMP, MODBUS, RS485, Remote moni

 Parallel operation up to 8

 Memory Usb log memory

 MODEL DS3200 DS3250 DS3300 DS3350 DS3400    DS3450    DS3500 DS3600                DS3800

 Power (kVA) 200 250 300 350 400 450 500 600 800

Specifications
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NEW
PRODUCT

The new DS Power range UPS uses the latest DSP technology to be programmed to suit a wide variety of electrical environments without impending its performance. 
With the DS Power range, efficiency, reliability and functionalty are enchanced to levels unattainable with the old analogue technology.This technology does not only 
create significant increase in MTBF, but the capability of DSP to accurately manipulate signals at very high speed permits all the UPS subsystems to be controlled 
with greatly increased precision.

General Specifications

• Galvanic isolation at output
• External input isolation transformer (optional)
• Low input current total harmonic distortion (THD)
• High input power  factor 
• High efficiency up to 93%
• Cold start function 
• Static and maintenance by-pass switch
• Output short circuit and overload protection
• External REPO switch input 
• 512 events memory (512 events 45000 alarms)
• Clock and calender (battery supported)
• Automatic battery test, remaining battery time indicator
• Temperature compansated charge system(optional)
• 2 RS232 serial ports and 12 dry contact outputs 
• 3 DSP controlled modular structure 
• Optional SNMP and MODBUS adaptors 
• Optional graphical panel
• Optional usb flash memory
• Full digital structure 

DS-300T SERIES
Uninterruptible  Power Supply 
10-500 kVA

• Small footprint
• Ecomode operation (optional)
• Fewer electronic components
• Output current limiting
• Advanced diagnostics for the input
• Selectable input/ output voltage / frequency/range 
• Split by-pass input (second input)
• Output DC leakage protection
• Seperate DSP for inverter control 
• Seperate DSP for the PFC
• 3 level battery protection 
• High charge current capacity
• Charge/discharge current indicator
• Advanced remote control 
• Manufactured according to EC Directive; EN62040
• 10 years spare parts support
• 2 years warranty

IGBT RECTIFIER DSP CONTROL
WITH OUTPUT ISOLATION TRANSFORMER

With Output
Isolation

Tranformer
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 DS310T        DS315T         DS320T        DS330T        DS340T        DS360T         DS380T        DS3100T     DS3120T      DS3160T      DS3200T       DS3250T    DS3300T       DS3400T     DS3500T  

      10                 15                  20                 30                 40                 60                  80                 100                120              160                200                250              300              400               500

9                      13,5                       18                        27                        36                        54                       72                        90                      108                   144                    180                     225                    270                   360                 450

Specifications
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III Level Technology High Efficiency up to 96%

Technical Specifications

• High efficiency (96%) with IGBT rectifier and 3L Inverter
• High efficiency operation with Eco mode (98%)
• Active input power factor correction (Pf 1)
• Active input current harmonics correction (TH DI <4%)
• Low output voltage THD (<2%)
• Smart charger can increase battery life by 40%
• Parallel operation
• Temperature compensated battery charging system
• Generator-compatible operation, external by-pass feature (Optional)
• Easily synchronized with external sources
• Remote monitoring and management software, programmable dry contacts
• Output by-pass overload and short-circuit protection
• Standard non-maintenance by-pass
• Small footprint with compact dimensions
• Low installation and operating costs
• Smart fan control (depending on temperature and load)
• Wide input voltage range
• Real-time status memory

On-line
3 Phase Input

3 Phase Output

Power Factor: 1
kVA=kWatt

NEW
PRODUCT

SUPERIORplus
Uninterruptible Power Supply 
10-120kVA
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Model (3 Ph/ 3 Ph)          SP 10 kVA               SP 15 kVA              SP 20 kVA            SP 30 kVA         SP 40 kVA           SP 60 kVA 

Nominal Active Power (Watt) 10.000                  15.000                 20.000               30.000             40.000               60.000 

RECTIFIER  INPUT  
Nominal Voltage 380/400/415 V (Ph-Ph) 3Ph+N 

Input Voltage Range (VAC) (at 50% Load) Min. -35% / Max  +25% 

Input Voltage Range (VAC) (at  full Load, with battery  
    charging) Min. -18% / Max  +18% 

Frequency  (Hz) 50 /60 ± % 5 
Input Current Distortion Rate < 5% 

Power Factor > 0.99 
BYPASS  
Nominal Voltage    380/400/415 V (Ph-Ph) 3Ph+N 

Voltage Tolerance ± 10%  

Frequency Tolerance (Hz) ± 10% 
Transfer Time (ms) < 0.01 
OUTPUT  

  Nominal Voltage (VAC) (Ph-Ph) 380/400/415 V (Ph-Ph - Adjustable) 

Power Factor 1 

Efficiency Up to 96% (*) 
Wave Form Sinusoidal 

Frequency  (Hz)    50 or 60  (Adjustable) 

Frequency Tolerance (Battery Operation) 0.01% 
Voltage Regulation  (Static) ±1% 
Output Voltage Change at unbalance load < % 0.5 
Maximum phase angle variation < 0.1° 
Crest Factor 3:1 

Overload Protection (sec) 60 sec (at 100-125% Load) / 10 sec (at 126-150% Load) 

Total Harmonic Distortion Linear load < %3 / Non linear load <% 5 

BATTERY   
Battery Type                                                            Maintenance-Free Lead Acid Batteries 

Battery String (Blocks) 20-30 30 40 
  Protections Overload Protection, High Temperature, Input Over Voltage, Input & Output Over Current, Back-

Feed Protection, Intelligent Charging Algorithm – Deep Charge Protection – Battery Test 
(Automatic/ Manual), Short- Circuit Protection  

COMMUNICATION  
Standard Interface RS232 – EPO – External cabinet temperature 

Options Modbus - 4 Programmable Relay-Contacts - SNMP 

ENVIRONMENT   
Operating Temperature Range (°C) 0 - 40 °C 

Battery Temperature Range (°C) 20 C - 25 °C (Recommended For Longer Battery Life) 

Maximum Altitude without Derating  (m) 1000 

Relative Humidity Range % 20-95 (Non-Condensing) 

Acoustic Noise (dBA) < 55 (at 1m) 
PYHSICAL  
Dimensions (HxWxD)  (mm) 855 x 300 x 715 990x 300 x 865 1200x430x960 1000X450X900 

Weight (kg) (without battery) 
 

53 Kg Pallet 
44 Kg net 

 
70 Kg Pallet 
62 Kg net 

 
75 Kg Pallet 

67 Kg net 

 
90 Kg Pallet 
80 Kg Net 

 
105 Kg Pallet 

95 Kg net 

   Paint RAL 9005 
 STANDARDS  

Safety IEC/EN 62040-1 

EMC IEC/EN 62040-2 

Performance IEC/EN 62040-3 
  Design ISO 9001:2008 - ISO 14001:2004 

Protection  Class IP 20 (other IP as option) 
**DELTA reserves the right to change the Technical Specifications and design without notice.  

Specifications
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STABILIZERS

Relay Type DELTA MCU 8 Series Single Phase Digital Stabilizers (0,5-20kVA) protect your home 
devices against voltage fluctuations, lengthens their life. They can be used for A/C, water
boilers, DVD players, music centres, LCD & Plazma TV, Satellite receivers etc. to obtain much 
better efficiency.

Technical Specifications

• Single phase
• Input: 130 VAC / 260 VAC, 100 VAC / 240 VAC
• Output: 220 VAC ±%5
• Efficiency: %96
• Regulation speed: 500 V/s
• Working conditions: -40°C / +60°C
• Protection: Low and high voltage protection,
  thermal protection
• Smart cooling fan

For small home
appliances

0,5 - 20 kVA

MCU 8 Serie
Mini Smart Stabilizers
0,5 - 20 kVA with Relay
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STABILIZERS

Small Offices & Home Applications

Technical Specifications

• DELTA SO-HO series are single phase voltage stabilizers 
  regulate mains voltage and bring many advantages.
• Non-linear charges drive
• Fast regulation
• Toroidal transformer design
• Load transfer to bypass via pole charge switch
• High efficiency
• Safe and economic usage
• Overcurrent and overload protection
• Digitally displayed status, input & output measurements
• 2 years warranty
• 10 years spare parts support

Full Automatic
Single Phase

Stabilizers

DLT SRV SO-HO
Full Automatic Servo Voltage 
Stabilizers 8-10-15-20 kVA

NEW
PRODUCT
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STABILIZERS

DELTA Voltage regulators are servo drive structure, 
microcontroller controlled heavy duty devices which 
regulates mains voltage for critical loads.

Technical Specifications

• DELTA SRV 11 series are Single Phase phase voltage stabiliz-
ers
  regulate mains voltage and bring many advantages.
• Non-linear charges drive
• 1 phase input 1 phase output
• Wide power and voltage interval
• Fast Regulation
• High reliability thanks to Microprocessor and Smart Driver
• High efficiency
• Load transfer to Bypass via pole charge switch
• Safe and economic usage
• Overload protection (Optional)
• Digitally displayed status, input & output measurements
• 2 years warranty
• 10 years spare parts support

Full Automatic
Single Phase

1-50 kVA

DLT SRV 11 Serie
Full Automatic Single phase 
Servo Voltage Stabilizers
1 - 50 kVA
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STABILIZERS

DELTA Voltage regulators are servo drive structure, microcontroller controlled
heavy duty devices which regulates mains voltage for critical loads.

SINGLE PHASE 110-115-12O-127-220-230-240 VAC
THREE PHASE 220-230 240-380-400-415-440 VAC
IP20, IP21, IP54, Versions Available

Technical Specifications

• DELTA SRV33 series are three phase voltage stabilizers
  regulate mains voltage and bring many advantages.
• Non-linear charges drive
• 3 phase input 3 phase output
• Independent phase regulation
• Wide power and voltage interval
• Fast Regulation
• High reliability thanks to Microprocessor and Smart Driver
• High efficiency
• Load transfer to Bypass via pole charge switch
• Safe and economic usage
• Overload protection
• Digitally displayed status, input & output measurements
• 2 years warranty
• 10 years spare parts support

DLT SRV 33 Serie
Full Automatic Three Phase
Servo Voltage Stabilizers
3 - 150 kVA
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STABILIZERS

DLT SRV 33 HI Serie
Full Automatic Three phase Servo
Voltage Stabilizers
200-3000 kVA

DELTA Voltage regulators are servo drive structure,
microcontroller controlled heavy duty devices which
regulates mains voltage for critical loads.

SINGLE PHASE 110-115-12O-127-220-230-240 VAC
THREE PHASE 220-230 240-380-400-415-440 VAC
IP20, IP21, IP54, Versions Available

Technical Specifications

• DELTA SRV33 series are three phase voltage stabilizers
  regulate mains voltage and bring many advantages.
• Non-linear charges drive
• 3 phase input 3 phase output
• Independent phase control
• Wide power and voltage interval
• Fast Regulation
• High reliability thanks to Microprocessor and Smart Driver
• High efficiency
• Load transfer to Bypass via pole charge switch
• Safe and economic usage
• Overload protection
• Digitally displayed status, input & output measurements
• 2 years warranty
• 10 years spare parts support
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STABILIZERS

DELTA – Single Phase Static Voltage Regulators; are complete 
electronical voltage regulators which contain no any moving part inside.

Technical Specifications

• 1000 Volt / Second
• RISC Microprocessor Control,
• Excellent Dynamic, Static Regulation,
• Large Input Voltage Working Range, 130-260 VAC
• Electronic Protection against overload and short circuit,
• 220 VAC ±% 3 Regulation,
• Load level, Output ve Input Display
• Excessive voltage protection up-down limits.
• DELTA Static stabiliser is used when the speed of operation
  represents a critical load issue
• The voltage stabiliser does not provide galvanic separation
  between input and output.
• High Effiency

DLT STK 11 Serie
Static Voltage Stabilizers
5-50kVA
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STABILIZERS

DELTA Threephase Static Voltage Stabilisers are:
Multi-tap autotransformer;
Microprocessor control system.

Technical Specifications

• 3 phase in / 3 phase out
• Sensitive and fast TRUE RMS reading modul
• In 20 mili second reading
• Independent phase control
• Fast regulation module
• Improvable output regulation structure
• Reading power parameters
• Modular card structure
• Maintenance free structure
• Ability to work under whatever with cos μ load
• Ability to discriminate Non-Linear load and short circuit
• In the case of short circuit It prevents blowing of fuse
• Reoperating from short circuit
• 2 years warranty
• 10 years spare parts support

DLT STK 33 Serie
Static Voltage Stabilizers
30-2000 kVA
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CONVERTERS

Technical Specifications

• LCD alphanumeric front panel
• 2 microcontrollers
• 128 event records wit RTC
• Clock and calender (battery supported)
• Remote control from RS232 port
• Custom input voltage and frequency ranges
• Three phase or Single phase options
• SNMP communication
• 2 years waaranty
• 10 years spare parts support
• 50 Hertz in / 60 Hertz out
• 60 Hertz in / 50 Hertz out
• 50 Hertz in / 400 Hert out
• 60 Hertz in / 400 Hertz out

The device may also change the voltage, but if it does, that is incidental to its principal purpose 3 Phase 
Frequency Converters PWM Controlled

DLT FC 300 Serie
Frequency Converter
10-200 kVA
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ALL DELTA PRODUCTS ARE CERTIFIED WITH

ISO 14001 ISO 9001 CE ROHS OHSAS 18001 ISO 27001 EAC Soncap TSE

DELTA DLT FC300 Series, 3 phase frequency converters PWM controlled,
IGBT technology and system is controlled from a microprocessor.

Frequency changer or frequency converter refers to an electronic device that
converts alternating current (AC) of one frequency to alternating current of
another frequency. The device may also change the voltage, but if it does, that
is incidental to its principal purpose.

Why We Need to Use An Frequency Converter ?

Your national electricity voltage and frequency is not suitable for your equip-
ment in this case you need a frequency and voltage changer device, trans-
formers can change only voltage not the frequency.

Common frequency ranges are 50 Hertz,60 Hertz and 400 Hertz values

Specifications
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• CZECH REPUBLIC • GERMANY • POLAND • ROMANIA • BOSNIA & HERZEGOVINIA • RUSSIA • UKRAINE • LITHUANIA, • GEORGIA • BULGARIA • ALGARIA • TANZANIA • NIGERIA • EGYPT
• KOSOVO • MACEDONIA • KRYGZSTAN • TURKMENISTAN • UZBEKISTAN • ETHIOPIA • SOMALIA • GREECE • YEMEN • AZARBAIJAN • LIBYA •KAZAKHSTAN • VIETNAM • KENYA • IRAQ • IRAN
• JORDAN • PALASTINE • TAJIKISTAN • HUNGARY • SENEGAL • GHANA • MOROCCO • PAKISTAN • BANGLADESH • UAE • TUNISIA • SYRIA • NETHERLANDS • MOLDOVA • GABON MADAGASCAR 
• OMAN • SERBIA • BELARUS • GREECE • AFGHANISTAN • SAUDI ARABIA • REPUPLIC OF CONGO • RWANDA • CAMEROON • BURKINA FASO • MAURITANIA • MALI • CHAD • SUDAN • COTE 
D’IVOIRE • ISRAEL • ALBANIA • MOZAMBIQUE • INDONESIA • THAILAND • NEPAL • LATVIA • SLOVAKIA • LIBERIA • SIERRA LEONE • BENIN • MEXICO • ECUADOR • AUSTRALIA • S. AFRICA
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Continuous Energy
Uninterruptible Life

UPS / AVR / STS


